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Important for your sheet metal processing

In the TRUMPF 
bending tool report, 
we give you infor-
mation about trends 
and news concern-
ing TRUMPF bending 
tools on a regular 
basis. You can either 
read the bending tool 
report on paper or, 
if you prefer, down-
load it from the 
TRUMPF website 
(www.at.trumpf.com).

In this edition, 
we will introduce the 
adjustable die.

Use TRUMPF's 
expertise to perfect 
your sheet metal 
processing.

Adjustable die VLM 

The TRUMPF VLM die is used to conveniently bend various sheet 
thicknesses in a clamping operation in the thick sheet range. 
Using adjustment slats, the die widths can be quickly and easily 
adjusted as the user wishes.



 
 

�  The TRUMP VLM covers a broad range of die widths. 
It is therefore not necessary for the die to be constantly replaced.

�  Reduced-imprint bending using rotating track rollers
�  Minimum wear because of hardened track rollers that rotate.
�  Less press force required than with conventional dies
�  Production of different bend radii on the product by adjusting the die widths
�  Reduction of down times by as much as 30% because adjustment slats are 

quickly and easily replaced.
�  Minimum maintenance costs:

The track rollers can be replaced; it is not necessary to rework the complete die.
Replaceable plastic strips protect the die parts from contaminants due to scale 
or other contamination

�  The VLM die has an extremely small collision contour compared to conventional 
adjustable dies

A summary of the advantages:

Tool type VLMBNTool type VLMBN

� W24-W124 with roller R8, adjustable in 10 mm steps with standard slats
� Insert in steel, stainless steel and aluminum
� Max. load-bearing capacity 80-125 t/m
� Thickness of the material: 3 to 15 mm
� Operating angle: from  30° to 180°
� Die lengths 250, 500 and 1000 mm  

Tool type VLMDNTool type VLMDN

� W62-W182 with roller R12.5, adjustable in 10 mm steps with standard slats
� Insert in steel, stainless steel and aluminum
� Max. load-bearing capacity 125-175 t/m
� Thickness of the material: 5 to 20 mm
� Operating angle: from  60° to 180°
� Die lengths 250, 500 and 1000 mm
 

� Possible machine types:Possible machine types: TrumaBend V series 1st and 2nd generation 
 TrumaBend C series 
 TruBend series 3000 / 5000

Technical data
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